
Pythons
Beverage Tubing
Getränkeschläuche

Pythons from ADT-Europe
 
The cool solution for your drinks PERFECT COOL
Use in Beer, Wine and Soft Drink Range

You can assemble  a multitude individually  Brand-Tubing and Insulation-Tubing

• Beverage Tubing
• CO ² Tubing
• Cooling Tubing
• Insulation thickness

 

Key Features:

•  Best tasteless
•  Compressive strength
•  Material Selection according to the BGA / FDA
•  Sample Production

ADT Europe GmbH 
Wirtsmühle 2  |  D-42929 Wermelskirchen 
Tel. +49 (0) 2196/ 88771-12|  Fax + 49 (0) 2196/ 88771-11 



                    
Specifications                                                                                  Part-No

DRY - PYTHON – Beer – 50 m Roll
CO2 Tubing:  MGEVA      8,0 a.D. x   4,0 mm i.D.
Cooling:   MGEVA    15,0 a.D. x 10,0 mm i.D.
Insulation:  19 mm foam rubber, PVC wrapped

MGEVA   12,7 a.D. x   7,0 i.D.         SK 343.021 
2 lines   Iso. 28 x 19 mm    01-1906S0212  
3 lines   Iso. 30 x 19 mm    01-1906S0312  
4 lines   Iso. 35 x 19 mm    01-1906S0412  
5 lines   Iso. 38 x 19 mm    01-1906S0512  
6 lines   Iso. 38 x 19 mm    01-1906S0612  

MGEVA   15,0 a.D. x 10,0 i.D.        SK 343.021
2 lines   Iso. 30 x 19 mm    01-1914S0212  
3 lines   Iso. 35 x 19 mm    01-1914S0312  
4 lines   Iso. 38 x 19 mm    01-1914S0412  
5 lines   Iso. 42 x 19 mm    01-1914S0512  
6 lines   Iso. 48 x 19 mm    01-1914S0612  

DRY - PYTHON – AFG – 50 m Roll 
CO2 Tubing:  MGEVA      8,0 a.D. x   4,0 mm i.D.
Cooling   MGEVA    12,7 a.D. x   8,0 mm i.D.
Insulation:  13 mm foam rubber, PVC wrapped

MGEVA     8,0 a.D. x   4,0 i.D.          SK 343.021 
6 lines   Iso. 28 x 13 mm    02-13AAS0612  
MGEVA     9,5 a.D. x   6,0 i.D.         SK 343.021 
6 lines   Iso. 35 x 13 mm    02-13ABS0612
  
Beverage - Tubing – MGEVA
MGEVA                            SK 343.021     
NW   4 (  4 x   8) 100 m/Ro.      11-0343M0601
NW   6 (  6 x   9,5) 100 m/Ro.      11-0343M0695
NW   7 (  7 x 12,7) 100 m/Ro.      11-0343M0607
NW   8 (  8 x 12,7) 100 m/Ro.      11-0343M0609  
NW 10 (10 x 15) 100 m/Ro.      11-0343M0614   

ADT-Europe reserves the right 
to modify the details in the 
publication as products and 
specifications are updated and 
improved.


